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ILLUSTRATED

S2429 Airside 80cm washbasin integral shelf, no taphole, no
overflow or chainstay hole

E0070 Basin fixing set with 14cm rag bolts for solid walls

A4849 Sensorflow 21 compact tubular panel mounted 230mm
projection spout, anti splash or anti vandal laminar flow
outlet, integral sensor, copper tube inlets, mains

S8720 Waste 1¼" brass strainer waste, 80mm unslotted tail

E0079 Trap 1¼" Contemporary metal bottle, 75mm seal

ILLUSTRATED PRODUCT DETAILS

Sizes

S2429 w:80 x d:45

Weights

S2429 22.89 KG
E0070 0.20 KG
A4849 2.30 KG
S8720 0.23 KG
E0079 1.45 KG

Materials

S2429 Fine Fireclay
E0070 Chrome Plated Metal
A4849 Chrome Plated Brass
S8720 Chrome Plated
E0079 Chrome Plated Metal

Finishes

S2429 White (01)

E0070 Neutral / No Finish
(67)

A4849 Chrome (AA)

S8720 Chrome (AA)

E0079 Chrome (AA)

Flow rates

A4849 3.7 Litres per minute @ 3
bar pressure

Designer

Robin Levien, RDI

FINISH OPTIONS

(AA) Chrome (GN) Ultra Steel (MY) Stainless Steel
finish

Standards

Washbasin to BS EN 14688 and BS EN 31

Special Notes

Washbasin wall mounted using 2 x E0070 wall fixing sets.
Consideration should be given to safe hot water delivery and the use of
an appropriate temperature reduction device see A5900AA or Part G for
guidance.
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