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Broadway Washing Trough
180cm

lllustrated

S$2099 Broadway washing trough 180cm long, undrilled for panel
mounted taps or may be drilled at the pre-marked drilling
points, complete with Chromium plated wastes

A4849 Sensorflow 21 compact tubular panel mounted 230mm
projection spout, anti splash or anti vandal laminar flow
outlet, integral sensor, copper tube inlets, mains

$8925 Trap 12" plastic resealing bottle with 75mm seal,
multi-purpose outlet

Configuration options

A4850 Sensorflow 21 compact tubular panel mounted 230mm
projection spout, anti splash or anti vandal laminar flow
outlet, integral sensor, copper tube inlets, link

A4848 Sensorflow 21 compact tubular panel mounted 230mm
projection spout, anti splash or anti vandal laminar flow
outlet, integral sensor, copper tube inlets, battery

Ideal Standard (UK) Ltd. makes every effort to ensure that the information provided on its website is accurate.

Weights
S2099 40.00KG
A4849  2.30KG
S$8925 0.33KG
Colours
White (01)

Special Notes

Washing trough fits to framing or
cabinet using M6 screws (not
supplied)

Frequently used applications

Education
Hotels

Public Building
Retail

Vandal Risk

Features
Space Saving

Factory

Office

Pubs and Clubs
Sports and Leisure
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