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Calder Washing Trough, 120cm
Central Outlet Domed 2in Waste
For Bib Taps

lllustrated

S$2823 Calder stainless steel washing trough 120cm long for wall

mounted bib taps, central outlet with domed 2" waste

S$8331 Bib tap wall mounts 2" for exposed plumbing (pair)
S8346 Bib tap extensions %4" x 75mm long (pair)
S7160 Alterna 5412 " bib taps dual Hot and Cold indices

Configuration options

S8330 Bib tap wall mount 2" for exposed plumbing (single)

S8345 Bib tap extension %2" x 75mm long (single)

S8336 Bib tap wall mounts 2" for concealed plumbing (pair)

S8335 Bib tap wall mount 2" for concealed plumbing (single)

S7205 Nimbus %2" inclined bib taps

S7190 Alterna Quadrant 2" quarter turn bib taps with ceramic

discs and lever handles
S7241 Avon bib tap, non concussive self closing
S$7206 Nimbus %2" inclined bib taps anti splash outlet dual Hot
and Cold indices

A5900 TMV Thermostatic mixing valve 15mm

Material Standards

Stainless Steel Stainless steel sheet to BS EN
i 10088:Part 2:2005

Weights

$2823  11.60KG Special Notes

S8331  1.80KG Consideration should be given to

S8346  0.24KG safe hot water delivery and the

S7160  1.81KG use of an appropriate temperature

reduction device see A5900AA
Colours

Stainless Steel finish (MY)

Frequently used applications

Education
Public Building
Vandal Risk

Factory
Sports and Leisure

Accreditations
WRAS
Water Label
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