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Ø15mm copper supply pipes should be run within the wall cavity.
Hot supply pipe should be on the left hand side and the cold on the right.

Ensure that the hot and cold pipes are positioned 150mm apart and are level.
Use the template provided to obtain the correct spacing.

1

INSTALLATION GUIDE

Ideal Standard pursues a policy of continuing 
improvment in design and performance of its 
products.
This right is therefore reserved to vary specifica-
tion without notice.
Ideal Standard is adivision of
Ideal Standard (UK) Ltd
Ideal Standard,
The Bathroom Works, National Avenue
Kingston-upon-Hull, HU 4HS, England



Place the brackets over the exposed pipes 
and use the template provided to position 
them 150mm apart.

Mark the hole positions for the fixings onto 
the mounting surface.

Ensure that the positions of the holes will 
not result in damage to the pipework inside 
the wall cavity during drilling.

We recommend leaving 50mm of pipe protruding at this stage.

Drill holes appropriate for your choice of 
fixings into the wall.

We recommend a minimum of two fixings 
per bracket diametrically opposed.

Drill carefully to avoid damaging concealed 
pipework.
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Pipework should be supported in the cavity
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Pipe trimmed level
with wall brackets

The pipes should be trimmed level to 
the wall bracket. If using a pipe cutter it 
will be necessary to mark the pipes and 
then remove the bracket before trimming 
to its correct length.

1/2“

Apply a smear of silicone sealant to the 
rear of the assembled brackets and push 
them over the pipework.
 
Screw both brackets to the wall.

The template can be used to check that 
the correct pipe spacing of 150mm has 
been maintained.

Clean off excess sealant and flush the 
pipes to remove any trapped debris.

When the sealant has set, fit the covers 
by screwing them onto the adaptors until 
they are flush with the wall.

The covers only need to be hand tight.

Screw the brass adaptors over the pipes 
into the plastic brackets. 36mm A/F 
Spanner flats are provided, hand tight-
ness is adequate.

Fit the olives to the pipes prior to 
screwing the two 3/4“ connectors into the 
wall mount plate using a 1/2“ allen key. 
The connectors will have to be secu-
rely screwed in to form the necessary 
compression joint between the olive, wall 
plate and connector.
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