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Contour 21 Accessible
Washbasin 60cm 2 Taphole
Overflow & Chainstay Hole

lllustrated

S$2169 Contour 21 accessible washbasin, 60 x 55cm, 2 tapholes

with overflow and chainstay hole

B8262 Piccolo 21 inclined %4" washbasin pillar taps, lever
operated, dual hot and cold indices, anti-vandal water
saving nozzle

S8800 Waste 17" plastic waste with bead chain and plug, 80mm
slotted tail, bolt stay

E0079 Trap 174" Contemporary metal bottle, 75mm seal

Configuration options

S7185 Alterna Quadrant %4" quarter turn washbasin pillar taps
with ceramic discs
S$8260 Markwik 2" pillar taps, raised nose, inlets screwed 5"
BSP male
B9865 Sandringham 21 Washbasin Pillar Taps
A5900 TMV Thermostatic mixing valve 15mm
$8920 Trap 14" plastic resealing bottle, 75mm seal,
multi-purpose outlet
Material Standards
Vitreous China Vitreous china to BS 3402.
. Washbasin to BS EN 14688 & BS
Weights EN 31
S2169  17.59KG .
B8262  1.60KG Special Notes
S8800  0.08KG Suitable for use with handrinse
E0079  1.45KG basins in public areas and Doc M.
Satisfies DDA requirements.
Colours Single easy use lever operates
White (01) on/off and temperature control.
Eliminates the need for premixed
water.
Designer

Robin Levien, RDI

Frequently used applications

Factory General Healthcare
Hotels Office

Public Building Pubs and Clubs
Retail Sports and Leisure
Vandal Risk

Powered by
Ide d I Spec
Date created:30/09/2015



mailto:info@idealspec.co.uk
http://www.idealspec.co.uk/

