PRODUCT DATA SHEET

Doc M Contour 21 Back To Wall Pack LH

ILLUSTRATED

$6968 Doc M Contour 21 back to wall left hand corner pack,

rimless WC pan, water saving delay fill Conceala cistern
with spatula lever, grab rails, hinged support rail with toilet
roll holder, seat no cover with retaining buffers, copper
tails on TMV3 mixer tap

ILLUSTRATED PRODUCT DETAILS

Date created: 31/10/2017

Weights Finishes
$6968  69.65 KG $6968 White (AC)
Materials
S6968  Mixed Material Capacity
56968 5 litres
Flow rates
56968 4.7 Litres per minute @ 3

bar pressure

FINISH OPTIONS

(LI) Blue (MY) Stainless Steel (AC) White
finish
(LJ) Grey (RN) Charcoal
Standards

Vitreous china to BS 3402

Special Notes

Doc M packs are available both right and

left hand corner arrangement, illustrated is
left hand arrangement. Supplied with layout
drawings, detailing the fixing positions
necessary for Doc M compliance. Pan
incorporates full outlet pipe that extends
beyond the pan to allow for easier installation
and inspection of pipe seal once installed
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HD - Possible position for
automatic hand dryer

SD - Soap dispenser

PT - Paper towel dispenser

AR - Alarm reset button

TP - Toilet paper dispenser

Clear space should not be infringed by any other fixtures

Notes:

This layout is only suitable where
itis not the only toilet facility
within the building

Wall and floor finishes must
contrast visually

Wall finish must contrast with grab
rails and sanitary fittings

Emeré;ency lighting must be
provided

Lever action tap supplied

Door is to be fitted with light
action privacy bolts with
emergency release mechanisms

The wc pan is capable of
accepting variable height toilet
seats

Any fire alarm emits a visual and
audible signal to warn occupants
with hearing or visual impairments

Any emergency assistance alarm
system has:-

i) Visual and audible
indicators to confirm that an
emergency call has been
received

ii) A reset control reachable
from a wheelchair and the
WC or from the wheelchair
and the shower/changing

iii) A signal that is
distinguishable visually and
audibly from the fire alarm
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E: info@idealspec.co.uk | T: 0870 122 8822 | F: 0870 122 8282 | www.idealspec.co.uk

Ideal Standard (UK) Ltd. makes every effort to ensure that the information provided on its website is accurate.
However, we cannot guarantee this, and accept no liability for any information or advice given via its website.




