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Doc M Contour 21 Close Coupled Pack RH

ILLUSTRATED

S6967 Doc M Contour 21 close coupled right hand corner pack,

WC pan, water saving delay fill cistern with spatula lever,
grab rails, hinged support rail with toilet roll holder, seat
no cover with retaining buffers, copper tails on TMV3
mixer tap

ILLUSTRATED PRODUCT DETAILS

$6967  69.65 KG $6967 White (AC)

S6967 Mixed Material
FINISH OPTIONS

(AC) White (L1) Blue EI
(MY) Stainless Steel

finish
(L)) Grey (RN) Charcoal
Vitreous china to BS 3402

Doc M packs are available

both right and left hand

corner arrangement,

the washbasin in the pack is
handed so the tap is positioned
closest to the seated user.
Supplied with layout

drawings, detailing the

fixing positions necessary

for Doc M compliance
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The we pan is capable of accepting variable
height toilet seats

Any fire alarm emits a visual and audible
signal to warn occupants with hearing or

I o+ visual impairments

Any emergency assistance alarm system
has:
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i) Visual and audible indicators to
confirm that an emergency call has
been received
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iii) A signal that is distinguishable visually
and audibly from the fire alarm

HD - Possible position for automatic hand dryer

SD - Soap dispenser

PT - Paper towel dispenser

AR - Alarm reset button

TP - Toilet paper dispenser Clear space should not be infringed by any other fixtures
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However, we cannot guarantee this, and accept no liability for any information or advice given via its website.



