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ILLUSTRATED

S2058 Leadenhall 55cm washbasin back outlet, no
tapholes

S8750 Waste 1¼" outlet adaptor for all Contour back
outlet washbasins

S8920 Trap 1¼" plastic resealing bottle, 75mm seal,
multi-purpose outlet

S9112 Concealed hangers pressed Steel, toggle bolts
and clips for Contour washbasins

OPTIONS

A4183 Sensorflow 21 tubular panel mounted 230mm
projection spout anti splash or aerated outlet
remote panel sensor, copper tube inlets, mains

A4184 Sensorflow 21 tubular panel mounted 230mm
projection spout anti splash or aerated outlet
remote panel sensor, copper tube inlets, link

A4182 Sensorflow 21 tubular panel mounted 230mm
projection spout anti splash or aerated outlet
remote panel sensor, copper tube inlets,
battery

ILLUSTRATED PRODUCT DETAILS

Sizes

S2058 w:560 x d:490

Weights

S2058 20.00 KG
S8750 0.17 KG
S8920 2.00 KG
S9112 0.47 KG

Materials

S2058 Fine Fireclay
S8750 Plastic
S8920 Plastic
S9112 Metal

Finishes

S2058 White (01)

S8750 Neutral / No
Finish (67)

S8920 Neutral / No
Finish (67)

S9112 Neutral / No
Finish (67)

Capacity

S2058 10 litres

Designer

Richard Rodgers

Special Notes

Washbasin wall mounted using S9112 hangers or panel
mounted using S9112 hangers, toggle bolts & clips. Toggle
bolts and outlet adaptor suitable for maximum panel
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thickness of 18mm. Consideration should be given to safe
hot ager delivery and the us of an appropriate temperature
reduction device see A5900AA


