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Sandringham Corex Corner
Washbasin, 48cm 1 Taphole
Illustrated
S2703 Sandringham/Corex corner washbasin, 1 taphole with

overflow

S9110 Hangers concealed, Steel

B9868 Sandringham 21 washbasin mixer 1 taphole with pop-up
waste

S8900 Trap 1¼" metal bottle, 75mm seal, outlet screwed 1¼"
BSP male with compression nut and ring

Configuration options
B4447 Sandringham SL washbasin mixer 1 hole, lever operated

with pop-up waste, 5 litre per minute flow regulator
aerator fitted

B9208 Sandringham SL washbasin mixer 1 hole, lever operated,
5 litres per minute

S7373 Sandringham SL washbasin mixer 1 hole, single lever,
water saving CLICK cartridge, weighted plug and chain, 5
litre per minute flow regulator aerator fitted

S8733 Waste 1¼" brass anti theft swivel plug waste, 80mm
slotted tail

S8800 Waste 1¼" plastic waste with bead chain and plug, 80mm
slotted tail, bolt stay

S8722 Waste 1¼" brass strainer waste, 80mm slotted tail

A5900 TMV Thermostatic mixing valve 15mm

S8920 Trap 1¼" plastic resealing bottle, 75mm seal,
multi-purpose outlet

S8950 Trap 1¼" plastic P for use with cloakroom pedestal

S8910 Trap 1¼" plastic bottle, 75mm seal, multi-purpose outlet

Material
Vitreous China

Weights
S2703 9.08KG
S9110 0.24KG
B9868 1.45KG
S8900 0.54KG

Colours
White (01)

Standards
Vitreous china to BS 3402.
Washbasin to BS EN 14688 & BS
EN 31

Special Notes
Washbasin wall mounted using
S9110 wall hangers and screwed
to wall using 2 screws (not
supplied)

Frequently used applications
Education Factory
General Healthcare Hotels
Office Public Building
Pubs and Clubs Residential
Retail Social Housing
Sports and Leisure Student Accommodation
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