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E: info@idealspec.co.uk | T: 0870 122 8822 | F: 0870 122 8282 | www.idealspec.co.uk

Ideal Standard (UK) Ltd. makes every effort to ensure that the information provided on its website is accurate.

However, we cannot guarantee this, and accept no liability for any information or advice given via its website.

ILLUSTRATED

E1130 Studio 50cm washbasin, 2 tapholes, with overflow and
chainstay hole

E0410 Studio full pedestal

B0349 Alto washbasin pillar taps.

E6760 Waste 1¼" brass waste with chain and plug, 80mm slotted
tail, bolt stay

S8910 Trap 1¼" plastic bottle, 75mm seal, multi-purpose outlet

OPTIONS

B8262 Piccolo 21 inclined ½" washbasin pillar taps, lever
operated, dual hot and cold indices, anti-vandal water
saving nozzle

S8900 Trap 1¼" metal bottle, 75mm seal, outlet screwed 1¼" BSP
male with compression nut and ring

ILLUSTRATED PRODUCT DETAILS

Sizes

E1130 w:50 x d:43

Weights

E1130 12.14 KG
E0410 8.79 KG
B0349 1.00 KG
E6760 0.28 KG
S8910 0.20 KG

Materials

E1130 Vitreous China
E0410 Vitreous China
B0349 Chrome Plated Brass
E6760 Chrome Plated Metal
S8910 Plastic

Finishes

E1130 White (01)

E0410 White (01)

B0349 Chrome (AA)

E6760 Chrome (AA)

S8910 Neutral / No Finish
(67)

Capacity

E1130 6 litres

Flow rates

B0349 4 Litres per minute @ 3
bar pressure

Designer

Robin Levien, RDI

FINISH OPTIONS

(AA) Chrome

(AZ) Light Gold Finish

Special Notes

Consideration should be given to safe hot water delivery and the use of
an appropriate temperature reduction device
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