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White 45cm Back Outlet Washbasin, No Taphole
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ILLUSTRATED

E0013 White 45cm washbasin back outlet, no tapholes

E0062 Basin fixing set for IPS panels or block walls

E0063 Silver dual control three hole wall mounted basin mixer
with 150mm projection spout - lever handles

E0091 Waste 1¼" outlet adapter with strainer for Back outlet
washbasins

S8920 Trap 1¼" plastic resealing bottle, 75mm seal,
multi-purpose outlet

OPTIONS

E0070 Basin fixing set with 14cm rag bolts for solid walls

ILLUSTRATED PRODUCT DETAILS

Sizes

E0013 w:450 x d:440

Weights

E0013 10.98 KG
E0062 0.10 KG
E0063 2.73 KG
E0091 0.10 KG
S8920 2.00 KG

Materials

E0013 Vitreous China
E0062 Chrome Plated Metal
E0063 Chrome Plated Brass
E0091 Chrome Plated Metal
S8920 Plastic

Finishes

E0013 White (01)

E0062 Neutral / No Finish
(67)

E0063 Chrome (AA)

E0091 Neutral / No Finish
(67)

S8920 Neutral / No Finish
(67)

Capacity

E0013 5 litres

Flow rates

E0063 16.5 Litres per minute @
3 bar pressure

Designer

David Chipperfield

Special Notes

Washbasin wall mounted using E0070 wall fixing set or panel mounted
using E0062 panel fixing set.


