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Studio Echo Close Coupled WC Suite

ILLUSTRATED

E1587 Studio Echo close coupled wc bowl with horizontal outlet

E1506 Studio Echo close coupled delay fill 4/2.6 litre cistern, dual
flush valve, bottom supply and internal overflow

T3181 Studio Echo toilet seat and cover with quick release, slow
close

OPTIONS

E1505 Studio Echo close coupled 6/4 litre cistern, dual flush valve,

bottom supply and internal overflow

T3182 Studio Echo toilet seat and cover

S4300 Panekta outlet connector to convert horizontal outlet wcs
to S or turned P trap

S4305 Panekta outlet connector to convert horizontal outlet wcs

to P trap

ILLUSTRATED PRODUCT DETAILS

Weights Finishes
E1587 26.26 KG E1587 White (01)
E1506 10.56 KG
T3181 2.60KG E1506 White (01)
Materials
E1587  Vitreous China T3181 White (01)
E1506 Vitreous China
T3181  Plastic Capacity
E1506 4.0 litres
Designer
Robin Levien, RDI
Standards

WC bowl to BS EN 997 & BS EN 33

Special Notes

WC screwed to floor using concealed brackets (supplied) and cistern
screwed to wall

bottom [ 350 —
100,

-3 240 -+
fixing centres

fixing centres

,,,,,,, 400

185 - i l

8

WL
iconcealed brackets

k2204 *’f'i;(’in;gg;v—s— - fsupplied)
b——540 —
ACCREDITATIONS
OSWRAS
Flush Valve
1711710
FEATURES

©

E: info@idealspec.co.uk | T: 0870 122 8822 | F: 0870 122 8282 | www.idealspec.co.uk

Ideal Standard (UK) Ltd. makes every effort to ensure that the information provided on its website is accurate.
However, we cannot guarantee this, and accept no liability for any information or advice given via its website.

Qjeal

STANDARD



